FINISHED GRADE

IRON VALWE BOX

STRIP INSULATOR AND
TIGHTLY WRAP WIRE 3 FULL
TURNS BELODW VALWE OPERATOR
FLANGE QN GATE WALWES aND
AQAINST vaLVE BODY On B.F

WARNING TAPE

CENTERED OVER
FIPE LINE,

TRACER WIRE
12 HMY-PE YELLOW JACKET,
43 MIL SOLID COFFER WIRE

12* D 18*
AEQVE FIFE

THERMOWELD DR USE & NO. 12
COPPER CONMECTOR TYPE BURMDY
NO. ¥CILLZ DR EQUAL

mr

\EAT[ VALVE

ATTACH WIRE TO CENTER
QF PIFE AT max, ¢
INTERVALS AND AT BENDS
WITH DUCT TARE,

PIPE

GATE WALVE

EXISTING GRADE

WARNING TAPE

TRACER WIRE
17 HMW-PL YELLOW JACKET, CENTERED OVER
45 MIL SOLID COPPER WIRE PIPE LINE.

THERMOWELD QR USE A ND. 12

COPPER CONNECTOR TYPE BURNDY
MO, ¥CILIZ OR EQUAL.

12° 70 18°
ABOVE PIPE

A

ATTACH WIRE TO CENTER
OF FIPE AT MAX. &
INTERVALS AND AT BENDS
WITH DUCT TAPE.

PIPE
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